
Technical Manual 
 

SM80/82/85  
Studio Monitor Series 2-Way 
SPECIFICATIONS 
ACOUSTIC & ELECTRICAL SPECIFICATIONS: 
• Nominal Impedance: 8 ohm 
• Power Rating: 10-125 watts 
• Efficiency: 98 dB SPL @1 watt, 1 meter 
• Crossover Frequency: 2800Hz 
• Frequency Response: 42Hz-27kHz 

(72Hz-25kHz +/-3dB) 
PRODUCTION HISTORY 
SM80 Introduced in 1985 

Discontinued 1991 
Original Retail Price: $438.00/pair 

SM82 Introduced in 1991 
Discontinued 1994 
Original Retail Price: $438.00/pair 

SM85 Introduced in 1994 
Discontinued 1998 
Original Retail Price: $438.00/pair 

 

PHYSICAL SPECIFICATIONS: 
• 1" (25mm) High-Output Polycell Tweeter 
• 8" (203mm) Polypropylene-coated Woofer 
• Dimensions: 18"H x 11-1/4"W" x 10-1/2"D 

457mm(H) x 286mm(W) x 267mm(D) 
PARTS LIST: 
• Cabinet Not Sold 
• SM80 Grille #A026-3750 

SM82 Grille # A026-4230 NLA Use #A026-6687 
SM85 Grille #A026-6687 

• SM80 Crossover Network #A015-3734  NLA Use #A015-4200 
SM82 Crossover Network #A015-4200 
SM85 Crossover Network #A015-6686 

• Push Terminals Not Sold Separately 
• Grille Retainer #62130 
• Logo  NLA 
• 0.6A Circuit Breaker (tweeter circuit) #871-6349

 


